


#1 - Savings

* Save approximately $320 per year—that's $3,200 savings in energy

costs over a 10-year period based on 10.65 cents per kWh

¢ Meets ENERGY STAR® minimum requirement of 2.0 Energy Factor

{EF) with 2.35 EF
 Demand response ready

#2 - Installation

o Offers easy replacement of standard electric water heater

* Fits in similar footprint as a standard 50-gallon water heater

e Uses existing water/electrical connections

#3 - Visibility

» Creates strong brand recognition

» Offers an innovative appearance over traditional water heaters

» Provides a standout improvement that consumers and others
will notice

#4 - Incentives

* Federal tax credit of 30% on the purchase and installation price
of an ENERGY STAR qualified heat pump water heater. Some
restrictions may apply

* Additional local state tax or utility incentives may be available and
vary by state. Consumers can go through their state department

of revenue office for more information
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Capacity
Unit capacity 50 gallons
Features
Fuel type Electric
First-hour delivery GPH 63
Electronic controls Integrated

LCD display 20 character x 4 line

Backlit Yes

Service diagnostics Integrated
Operating modes 4

eHeat™ technology Yes

Hybrid {factory defoult) 2.3S EF

High demand Yes

Standard electric Yes
Vacation/away mode 3 to 90 days
Demand response ready Yes

100° to 140°F range

Water temperoture {120°F factory default)

Precise temperature +/- 3°F

Temperature memory Yes
Renewable air filter fincluded) Washable

Integrated w/tubing
Candensate collector included*
Appedrance
Color appearance Silver metallic
Power/Ratings
Energy factor 2.35 in Hybrid mode
240V/208V (L1, L2, ground),

Electrical power required 60 Hz
Electrical circuit required Dedicated 30 Amp min.
Electrical consumption maximum heating 4,500 watts
Electrical consumption minimum heating 550 watts
Electrical consurnption standby 2.0 watts
Operating air temperature ronge

eHeat technology, Hybrid ond High-

demand modes 45° to 120°F

Standard electric 32°to 150°F
Operating water pressure 20to 125 PSI

Warranty

Limited 1-year**

Parts & labor

Limited 10-year**

2m-10'* year parts only

*Condensote tube must be directed into a drain below 36" from floor,
or o condensate drain pump {nat included} is required.

**See written warranty for detoils.




